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Definition
 A used oil burner is a person who burns used oil for 

energy recovery.
 An on-specification used oil burner is a person who 

only burns used oil that meets the on-specification 
requirements. 

 An off-specification used oil burner is a person who 
burns used oil not meeting the specifications for 
energy recovery.
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Subject to applicable general, generator, 
transporter, and processor/re-refiner 
provisions, if used oil is burned:
 By the generator in an on-site space heater.
 Incidentally to used oil processing by a processor/re-

refiner.
 Obtained from a Utah-registered marketer who keeps 

records of its deliveries to an on-specification used oil 
burner.
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Other applicable provisions
In addition, used oil burners who conduct the following 
activities are subject to the following requirements:
 Generate used oil → Generator
 Transport used oil → Transporter
 Process/Re-refine used oil → Processor/Re-refiner
 Market used oil → Fuel Marketer
 Collect used oil → Collection Center
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Burning used oil
 Collected from other generators if certified to be on-

specification by a Utah-registered used oil marketer.
 Collected not from "do-it-yourselfer" or farmer-

generated, shall obtain a used oil marketer registration 
before burning such oil.
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Tanks, containers, and piping
 Cleaned if previously stored HW or managed as HW 

unless, the mixture is determined not to be HW.
 Decontaminated if previously contained PCB-

contaminated material or managed as PCB 
contaminated material.
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Off-specification used oil burner permit
 Obtain prior to burning off-specification used oil 

unless exempted by PBR.
 Submit complete permit application.
 Obtain a used oil handler certificate.
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The 
Application 
Form

Email to dwmrcsubmit@utah.gov

https://documents.deq.utah.gov/waste-management-and-radiation-control/used-oil/DSHW-2017-003728.pdf
https://documents.deq.utah.gov/waste-management-and-radiation-control/used-oil/DSHW-2017-003728.pdf
https://documents.deq.utah.gov/waste-management-and-radiation-control/used-oil/DSHW-2017-003728.pdf
mailto:dwmrcsubmit@utah.gov


Testing of used oil fuel for PCBs
 Presumed to contain ≥2 ppm of PCBs unless certified 

by a used oil marketer with laboratory analyses.
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Restrictions on burning
 Off-specification used oil fuel may be burned for 

energy recovery in only:
 Industrial furnaces;
 Industrial boilers;
 Utility boilers;
 Used oil-fired space heaters
 HW incinerators.

 Used oil burners may only burn HW if they are 
permitted to do so by the Director.
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Notification (EPA)
 Comply with the notification requirements of RCRA 

section 3010 and obtain an EPA identification number.
 May obtain one by notifying the Director of their used 

oil activity by submitting either:
 A completed EPA Form 8700-12.; or
 A letter to the Director with the required 

information.
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EPA Form 
8700-12

https://www.epa.gov/system/files/documents/2022-12/excerpt_site_id_rcra_subtitleC_forms_and_instructions_updated_12_28_2022.pdf
https://www.epa.gov/system/files/documents/2022-12/excerpt_site_id_rcra_subtitleC_forms_and_instructions_updated_12_28_2022.pdf


Rebuttable Presumption
 To ensure that used oil is not HW. (≥1,000 ppm)
 Determine by:

 Testing the used oil;
 Applying documented generator knowledge; or
 Using information provided by the processor/re-

refiner, if used oil received from them.
 Maintain records (Analyses or Information) for at least 

3 years.
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Metalworking oils/fluids containing 
chlorinated paraffins
 Does not apply if they are processed through a tolling 

arrangement, to reclaim metalworking oils/fluids.
 Does apply if such oils/fluids are recycled in any other 

manner or disposed.
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Used oils contaminated with 
chlorofluorocarbons (CFCs)
 Does not apply if removed from refrigeration units 

where the CFCs are destined for reclamation.
 Does apply if have been mixed with used oil from 

sources other than refrigeration units.
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Storage
 Subject to all applicable SPCC and underground 

storage tanks requirements.
 Store in tanks, containers or units subject to regulation.
 Containers and aboveground tanks shall be:

 In good condition, with no severe rusting, apparent 
structural defects, or deterioration; and

 Not leaking.
 In secondary containment.
 Labeled or marked clearly as "Used Oil."
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Accumulation of used oil, water, and liquids
 Shall be removed from secondary containment, sumps, 

and similar structures within 24 hours of discovery.

Response to releases
 Upon detection, a burner shall comply with the 

Emergency Control requirements (R315-15-9).
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Tracking
 Keep a record of each off-specification used oil 

shipment accepted for burning.
 May use a log, invoice, manifest, bill of lading, or other 

shipping documents that includes the required 
information.

 Maintained for at least three years.
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Notices
 Provide a one-time written and signed notice 

certifying that the burner:
 Has notified the Director of the location and 

general description of used oil management 
activities; and

 Will burn the off-specification used oil only in an 
approved industrial furnace or boiler.

 Certification shall be maintained for at least three years 
from last shipment. 
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Management of residues
 Residues generated on-site from the storage or 

burning of used oil shall be managed following the 
“Materials derived from used oil” requirements.
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Accepting off-site used oil
 Ensure that transporters delivering used oil to their 

facility have obtained:
 Current used oil transporter permit
 EPA identification number.
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Questions?

Visit Used Oil Program Website
Or

Call DWMRC Used Oil Section (801) 536-0200

https://deq.utah.gov/waste-management-and-radiation-control/used-oil-recycling-program
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